5.5

CREEK
BOTTOM

THIS PART OF
SLOPE PLANTED
TO SHRUBS AND
GRASS

3 ft. 6 in.
minimum

@
2 ft.
minimum

2 ft. 6 in.
minimum

TYPICAL

RIP RAP SECTION

SCALE: N.T.S.

ORIGINAL GROUND LINE

MATERIAL AS NEEDED.

BOTTOM OF BANK /’K
7~

TOP OF BANK

\

EXIST. BENTER OF CREEK/\/—i
\\‘\\’ \"“‘~567»\ /// Z

~
~——

N AT L
N '\ —
///:i//// V4 A
PP,
BN VAN /,»\ 7
SAA N \/ \ /
N

BOTTOM

= X

-
-
-
g
-~
-
-

o

23

\

TOP OF BANK

OF BANK

PLAYGROUND —\

PLAN

SCALE:

17 = 100’

CONSTRUCTION SPECIFICATIONS

SLOPE SHALL BE GRADED TO 3:1 OR FLATTER PRIOR TO PLACING FILTER. FILTER
FABRIC, OR RIPRAP.

RIPRAP SHALL BE PLACED TO MAINTAIN A UNIFORM GRADATION. LARGER STONE

" SHALL BE PLACED AT THE TOE.

ENDS OF THE RIPRAP SHALL BE KEYED INTO A STABLE BANK. WHEN TYING INTO OTHER
STRUCTURES, LARGER RIPRAP CAN BE LAID IN STEPS OR STACKS AS NEEDED TO FIT.
STONES LARGER THAN THOSE DESIGNED FOR FLOW SHALL BE USED FOR THIS PURPOSE.

REMAINING DISTURBED AREAS SHALL BE GRADED AND PERMANENTLY SEEDED AND MULCHED.
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